%’, at &t Cindy Cox AT&T South Carotina T: 803.401.2252
o \ 1600 Williams Street F: 803.771.4680
Suite 5470 cc2283@att.com

Columbia, SC 29201 www.att.com

June 1, 2009

Mr. Charles L. A. Terreni

Chief Clerk/Administrator

Public Service Commission of South Carolina
Columbia, South Carolina 29211

Dear Mr. Terreni:

Pursuant to S.C. Code Ann. §58-9-576, AT&T South Carolina respectfully submits the
following tariff pages for filing with the Public Service Commission of South Carolina:

General Subscriber Service Tariff
Section A40.13 Second Revised Page 26.4
Original Page 26.4.1

Third Revised Page 26.5
First Revised Page 26.6

This Tariff filing introduces new feature functionality and associated rate elements under
the BellSouth Metro Ethernet and SMARTRing product offerings.

This new functionality will allow customers to transport BellSouth Metro Ethernet Service

over SMARTRing Metro Ethernet Access Links. Connections between Metro Ethernet
and SMARTRIng are at SMARTRIing central office nodes.

Yours very t%
(:(// ’)2 ¢ —
Executive Director

Attachment
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BELLSOUTH
TELECOMMUNICATIONS, INC.

GENERAL SUBSCRIBER SERVICE TARIFF

SOUTH CAROLINA

ISSUED: Junc 1, 2009

BY: President - South Carolina
Columbia, South Carolina

A40. FAST PACKET TRANSPORT SERVICES

A40.13 BellSouth Metro Ethernet Service (Cont'd)
A40.13.2 Regulations (Cont’d)

C.

Provision of Service (Cont’d)

Basic, Premium and Virtual BellSouth Metro Ethernet Service Connections of 10 Mbps or higher may alternatively be
provided to a customer premises over the customer’s LightGate service or SMARTRing service.

The customer is required to purchase the appropriate LightGate service or SMARTRing service BellSouth Metro
Ethernet Backbone interfaces that are a bandwidth equal to the bandwidth of the BellSouth Metro Ethemet Service
backbone transport that is standard for the specific type and speed of BellSouth Metro Ethernet Service Connection
serving that customer premises. (A chant is provided herein which sets forth the backbone bandwidth of each type and
speed of BellSouth Metro Ethemet Service Connection.) Standard BellSouth Metro Ethernet Service features are
available on such alternative arrangements, with the exception that Automatic Protection Switching is not available.

For such applications using LightGate service or SMARTRing service as alternate transport, the BellSouth Metro
Ethernet Service Connection will provide data channel transport to connect the termination of the LightGate service or
SMARTRing service at the central office node, to the BellSouth Metro Ethemnet Service wire center associated with the
BellSouth Metro Ethemnet Service Connection (i.e., the central office of the Metro Ethernet Service switch).

When the LightGate service or SMARTRing service central office node is located greater than 10 miles from the
BellSouth Metro Ethernet Service wire center, BeliSouth Metro Ethernet Service Additional Mileage charges will also be
applicable.

Metro Ethemnet connections to SMARTRing can be either point-to-point or they can connect to Basic Shared Ethemet
LAN scrvice via Metro Ethemet Access Links.

For BellSouth Metro Ethemet Service Connections utilizing the customer’s LightGate service or SMARTRing service as
alternate transport, the committed bandwidth for sclect speeds will be as shown in BellSouth Technical Reference TR-
73632.

Metro Ethernet

Metro Ethernet Connection Backbone Bandwidth
Basic 10 Mbps 100 Mbp~ (1 STS-1) i
Basic 100 Mbps {00 Mhps (3 STS-1)
Basic 1000 Mbps 1106 Mhps

Premium 10, 20, 50 Mbps (Fixed) 100 Mbps (1 STS-13

Premium 10, 20, 50 Mbps (Burst) 1) Mbps (3 STS-1)

Second Revised Page 26.4
Cancels First Revised Page 26.4

EFFECTIVE: June 15, 2009

Premium 100 Mbps (Fixed)

Fractional 1x)0 Mbps at 150 Vlhp~

Preimium 250 Mbps (Fixed )

Fractional 100D Mbps at 3060 Mbps

Premium 500 Mbps (Fixed )

Fractional HEKY Mbps at 600 Mbps

Premium 100, 250, 500 Mbps (Burst)

OO0 Nbps

Virtual 10, 20, 50 Mbps

Hid Mbps (1 STS-4)

Virtual 80 Mbps

100 Mbps (3 STS-1)

Virtual HHE Mbpe

Fractional 1000 Mbps at 150 Mbps

TN wrtual 20 100 Mbpw
il 338 Mbps

Fracuonal 1O Mbps at 300 Mbps

Fractional 100 Mbps at 350 Mbps

SNt 600 Mbps

Fractional 1000 Mbps at 60U Mbps

i virtual 750, 90U Mbps

1000 Mbps

All AT&T and BellSouth marks contained herein and as set forth in the trademarks and service marks section of the BellSouth Tariff are owned by AT&T Intellectual
Property or AT&T affiliated companics.

(N)

(N)



BELLSOUTH GENERAL SUBSCRIBER SERVICE TARIFF Originat Page 26.4.1
TELECOMMUNICATIONS, INC.

SOUTH CAROLINA
ISSUED: June 1, 2009 EFFECTIVE: June 15, 2009
BY: President - South Carolina

Columbia, South Carolina

A40. FAST PACKET TRANSPORT SERVICES ™

A40.13 BeliSouth Metro Ethernet Service (Cont'd) ™~
A40.13.2 Regulations (Cont’d) N)

C. Provision of Service (Cont’d) (N)

12. As of June 15, 2009, Metro Ethernet customers will be able to use SMARTRing as a transport facility and connect to the (N)

Basic Shared Ethemnet LAN service Virtual Packet Ring (VPR) via Mctro Ethemnet Access Links. The Virtual Packet
ring creates a dedicated allotment of synchronous transmission signals (STS1's) on the SMARTRing that are connected
via the Metro Ethemet Access Links. This combination of VPR and Access Links with the Metro Ethemet circuit will
create a multi-point circuit on the SMARTRing. All Metro Ethernet transmissions will be broadcast to all Metro
Ethernet Access Links associated with the specific VPR. Metro Ethernet Access Links are considered Layer 1 ports on
the SMARTRing and do not interact with Layer 2 information transmitted by the Metro Ethernet switch, specifically
Class of Service, priority or 802.1q. This Metro Ethemet Layer 2 information will pass through the Metro Ethernet
Access Links to the customer equipment.

The connection at the Central Office between Metro Ethernet and SMARTRing is Optical. The mixing of Access Link (N)
traffic and Metro Ethernet Access Link traffic on the same VPR is not supported. When the customer requests
conversion of Access Links to Metro Ethernet Access Links, an out of service condition will occur until the conversion is
complete, and the service will not be available for use during this time.

Reconfiguration associated with Customer Network Management will not be allowed on Metro Ethernet Access Links. (N)
Additional rules for connecting Metro Ethernet to SMARTRing service are stated in the Private Line Price List, B7.7.7. (N)
Metro Ethemet connections to SMARTRing Metro Ethernet Access Links are limited to the following connections and N)
speeds:
h SMARTRing Metra Ethernet SMART Ring Metro Ethernet ™)
Metry kthernet ¢ onnection Access Link Fractional 1000 Access Link Fractional 1000 Mbps
Mbps st — Centrat Office at - Customer Premises

et (1HH) Mbpe HHMG Mbps L0 Mbps ™

Premunne 100 Mbps Optical ¢hixeds 1500 Adbpy 150 Mbps (N)
“Prenmm 280 Mbps (F ey W My 30 Mbps ™
“Premum St Mbps (Fised) 6ol Mhps B0 Mbps (N)
[ Premmam [0, 250 ST, 900 Mbps 1000 Mbps 100K Mbps 1 N)
i tlursn
D Premunn 00 Nbps, 1000 Mbpe | 000 Mg, 1000 Mbps N
% tal Ethernet Service T07 Mbps 150 Mbps T30 Mbp ™)
U Vol Frhernet Senvice 208 Mbps 3K Mbps 00 Mhps (N)
UV artual bthernet Servive 300 Mbyp N Mbps 306 Mbps (N)
[V artial Eiliernet Sertice 450 Miypw IS0 Mbps 450 Mbps ™)
? vmal Fthermet Servce ofin Mbyps I hiir Mhp.\' T Hitk) Mhp§ o (N)
? Virtiad Fhernet Service T8 GG, T Mbps LMK Mbps )
L! VLU Mbps

All AT&T and BeliSouth marks contained herein and as sct forth in the trademarks and service marks section of the BellSouth Tariff are owned by AT&T Inteliectual
Property or AT&T affiliated companies.



BELLSOUTH
TELECOMMUNICATIONS, INC.

GENERAL SUBSCRIBER SERVICE TARIFF Third Revised Page 26.5
Cancels Second Revised Page 26.5

SOUTH CAROLINA

ISSUED: June 1, 2009

BY: President - South Carolina
Columbia, South Carolina

A40. FAST PACKET TRANSPORT SERVICES

A40.13 BellSouth Metro Ethernet Service (Cont'd)
A40.13.2 Regulations (Cont’d)

C.

ANl AT&T and BellSouth masks contained hevein and as sct forth in the trademarks and serviec marks section of the BellSouth Tariff are owned by AT&T Intellectual

Provision of Service (Cont’d)

13

4.

Basic, Premium and Virtual BellSouth Metro Ethernet Service Connections of 100 Mbps and 1000 Mbps may
alternatively be provided to a customer premises over a customer’s BellSouth Wavelength service Dedicated Ring
Arrangement.

The customer is required to purchase the appropriate BellSouth Wavelength service Dedicated Ring Arrangement
Wavelength Channel for the specific type and speed of BellSouth Metro Ethernet Service Connection serving that
customer premises. (A chart is provided herein which sets forth the Wavelength Channel associated with the 100 Mbps
and 1000 Mbps BellSouth Metro Ethernet Service Connection.)

For such applications using BetiSouth Wavelength service as alternate transport, the BellSouth Metro Ethernet Service
Connection will provide data channel transport from the BellSouth Metro Ethemet Service wire center associated with
the BellSouth Metro Ethernet Service Connection (i.e., the central office of the Metro Ethemnet Service switch) to the
central office Node Location of the customer’s BellSouth Wavelength service Dedicated Ring Arrangement.

When the central office Node Location of the customer’s BellSouth Wavelength service Dedicated Ring Arrangement is
located greater than 10 miles from the BellSouth Metro Ethernet Service wire center, BellSouth Metro Ethernet Service
Additional Mileage charges will also be applicable.

Wavelength Dedicated Ring Arrungement |
Metro Ethernet ( onnection Wavelength Chunnel
Hasic 1001 Mbps Fast Ethernet at 100 Mbps
s HID0 Mbps Gigabit Ethemet at | Gbps
Prenuum 10 Mbps, 20 Mbps and S0 Mbps ttixed and burst) Fast Ethernet ar 100 Mbps
¢ Preenum 10 Athps (ixed) iprovisioned s a physical 100 Mbps Fast Ethermet at 100 Mbps

‘ ‘N‘”'

;Mi"u'mnun T Mbps s fed) eprovisionied v physical 100
E S thps porty

Crigtabit Ethernet at 1 Ghps !

Prognnn HEKN AMbps shusty Cirgabut Fthernet ot 1 Gbhps '
Prenmom 280 Mbpe and SO0 Mbps (lived and bursy” ] Gigabit Lthernet at | Ghps :
Prenum 1000 Mbps finedy Gigabit :thernet at } Ghps
Voartual 10 Mbps, 20 Mbps, SO Mbps and K0 Mbps Fast Etherner ai 100 Mbps
TNl b Mbps (provisioned via a physical 10 Mbps por) Fast Ethernet st 100 Mbpe
‘; Virmal 10 Mbps cprovisioned viaa physical 1000 Mbps port) Ciigabit Fthernet at | Ghps
T Mbps. 300 Mbps. 350 Mbps. 600 Mbps 750 Mbps. Cogahit Ethernet ar o ibps

SUU Mbps and 1000 Mbps l

In some cases. the Telephone Company and an Independent Telephone Company (1CO) may agree to jointly provide a
customer Metro Ethemet Service. The rates and charges for the BeliSouth Metro Ethemet Service Connection are
applicable for such connectivity; charges for BellSouth Metro Ethernet Additional Mileage are also applicable when the
mileage from the BellSouth/ICO meet-point to the BellSouth Metro Ethemnet wire center associated with the service is
over 10 miles. The Telcphone Company is only responsible for the ordering, provisioning, maintaining and billing of
such service up to the meet-point (i.e., demarcation point with the 1CO). BellSouth Metro Ethernet Service SLA credits
shall only be applicable for the portion of the service provided within the territory of the Telephone Company: such
credits are appropriate only for missed commitments determined to be the fault of the Telephone Company.

Property or AT& T affiliated companies.

EFFECTIVE: June i5. 2009
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BELLSOUTH

TELECOMMUNICATIONS, INC.

GENERAL SUBSCRIBER SERVICE TARIFF First Revised Page 26.6
Cancels Original Page 26.6

SOUTH CAROLINA

ISSUED: June 1, 2009
BY: President -

South Carolina

Columbia, South Carolina

A40. FAST PACKET TRANSPORT SERVICES

A40.13 BellSouth Metro Ethernet Service (Cont'd)
A40.13.2 Regulations (Cont’d)
C. Provision of Service (Cont’d)

15.

All AT&T and BellSouth marks contained herein and as set forth in the trademarks and service marks section of the BellSouth Tariff are owned by AT&T Intellovtual

Core Trunk Automatic Failover (CTAF) is an optional feature that is available, where facilities exist for Basic, Premium
and Virtual BellSouth Metro Ethernet Arrangements. The CTAF feature provides customers with the option of having an
Automatic Failover SLA on the data channel survivability between Belisouth Metro Ethernet wire centers within a
BellSouth Metro Ethernet core network area through the use of a secondary transport path.

If a Metro Ethernet Connection talks to only one other Metro Ethemet Connection (a Point-to-Point network
configuration), the CTAF feature is billed based upon the actual total airline miles in a customer’s specific CTAF design,
as determined by the Company. The term “airline miles™ is defined for this application to be the airline distance or length
rounded up to the next whole mile, of the unique CTAF facility designed for each individual customer’s service
configuration. Total airline miles are measured between the BellSouth Metro Ethernet core network wire centers
associated with the customer’s service.

If a Metro Ethernet Connection talks to more than one other Metro Ethernet Connection (such as a Point-to-Multipoint or

Multipoint-to-Multipoint network configuration), the CTAF feature is billed once on the Metro Ethernet Connection at
the “greater than 25 through 35 airline miles’ rate basis.

Property or AT&T affiliated companies.

EFFECTIVE: June 1§, 2009
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